SEDCAD 4 for Windows

nnnnnnnnnnnnnnnnnnnnnnnnnnnnnn

Birmingham Coal & Coke Company,
Inc.
Old Union No. 2, P-3962
Diversion Ditch D-036 Sta. 0+00 -
10+44

J. Rich Weaver, P.E.

Cahaba Contracting & Reclamation, LLC
291 County Road 356
P.O. Box 354
Lynn, Alabama, 35575

Phone: 205-408-5881
Email: rweaver@canamcoal.com
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General Information

Storm Information:

Storm Type: SCS 6HOUR
Design Storm: 10yr-6hr
Rainfall Depth: 4.200 inches
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Structure Networking:

Stru (flows  Stru Musk. K -
Type # into) # (hrs) Musk. X | Description
_ Trapezoidal Vegetated Diversion
Channel #1 ==> End 0.000 0.000 | hitch D-036 Sta. 0400 - 10+44
#1
Chan’
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Structure Summary:
Immediate Total Peak Total
Contributing Contributing Discharge Runoff
Area Area 9 Volume
(ac) (ac) (e (ac-ft)
#1 7.000 7.000 14.87 1.20
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Structure Detail:
Structure #1 (Vegetated Channel)

Trapezoidal Vegetated Diversion Ditch D-036 Sta. 0+00 - 10+44
Trapezoidal Vegetated Channel Inputs:

Material: Grass mixture

i Freeboard imiti
V\ﬁgg??;t) Si dléesr.::)pe SICFI{elglhOt pe Slope (%) Rectlaar;jsae:ce I;reebOal’d oFreeboard Vuit. x 32;(')2:13
Ratio Ratio epth (ft) % of Depth (VxD) (fps)
12.00 2.0:1 2.0:1 1.7 D, B 1.00 5.0
Vegetated Channel Results:
Stability Stability Capacity Capacity
Class D w/o Class D w/ Class B w/o Class B w/
Freeboard Freeboard Freeboard Freeboard
Design Discharge: 14.87 cfs 14.87 cfs
Depth: 0.54 ft 1.54 ft 0.99 ft 1.99 ft
Top Width: 14.18 ft 18.18 ft 15.95 ft 19.95 ft
Velocity: 2.08 fps 1.08 fps
X-Section Area: 7.13sq ft 13.79 sq ft
Hydraulic Radius: 0.494 ft 0.840 ft
Froude Number: 0.52 0.20
Roughness Coefficient: 0.0578 0.1592
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Subwatershed Hydrology Detail:

Time of Peak Runoff
55;” S\;VS SWS Area Conc Musk K Musk X Curve UHS Discharge Volume
(ac) (hrs) (hrs) Number (cfs) (ac-ft)
#1 1 3.000 0.045 0.000 0.000 74.000 M 5.22 0.436
2 4.000 0.034 0.045 0.384 81.000 F 9.66 0.764
Y 7.000 14.87 1.200
Subwatershed Time of Concentration Details:
Stru  SWS -, Vert. Dist. Horiz. Dist. Velocity -
# # Land Flow Condition Slope (%) (ft) (ft) (fos) Time (hrs)
#1 1 3. Short grass pasture 13.22 30.00 227.00 2.900 0.021
g' Large gullies, diversions, and low 5.00 30.00 600.00 6.700 0.024
owing streams
#1 1 Time of Concentration: 0.045
5. Nearly bare and untilled, and
#1 2 alluvial valley fans 13.95 65.00 466.00 3.730 0.034
#1 2 Time of Concentration: 0.034
Subwatershed Muskingum Routing Details:
Stru  SWS . Vert. Dist. Horiz. Dist. Velocity -
# # Land Flow Condition Slope (%) (ft) (ft) (fps) Time (hrs)
#1 2 3. Short grass pasture 13.22 30.00 227.00 2.900 0.021
8. Le_arge gullies, diversions, and low 5.00 30.00 600.00 6.700 0.024
flowing streams
#1 2 Muskingum K: 0.045
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